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Tank Model Capacity Weight
s
HET 80 SS 80 o [NA |es7s [wa |oF o |1 NA (15 180 [NA
HET 80 GL 80 o [NnA |6 NA |7 NA |1 NA (15 [250  [NA
HET 120 SS 119 076 [NA [ea7 [wa [139 [na |1 nA (15 [200  [wa
HET 120 GL 119 o8 [NA [ess  [NA |8 NA |1 NA (15 |35 [NA
HET 120 GL ASME | 119 o [na [ess [wa [0 [na |2 NA (25 [455  [wa
HET 160 GL ASME | 160 315 [NA |70 NA 1275 [NA |2 NA (25 |65 [Na
HET 200 ASME 200 320" [NA [7725 [NA [1125 [1725 |25 NA |2 |ed0  [NA
HET 220 ASME 220 NA (300 [NA 765 [2325 [31250 |25 125" [22 [wa  [548
HET 257 ASME 257 |30 |or 87 |2325 [3125 |25 125 |22 o4 |628
HET 275 ASME 318 w0 |3 [s0r 76" [2325" [3125 |25 125 |22 87 [673
HET 350 ASME 370 0 |3 |or 87 |2325 [3125 |25 125" |22 |cF |70
HET 432 ASME 432 6 |42 |80 76" |2325° [3125 |25 125" (20 [1188 |795
HET 500 ASME 504 6 |42 |o2 88" |[2325 [3125 |25 125" [22 1329 [o08
HET 650 ASME 658 52 |48 |92 8 (2325 [3125 |3 125 |25 |[1817 [1346
HET 750 ASME 752 52 |48 [1040  [1000 [2325 [3125 |3 125" (25 |2030 |1507
HET 1000 ASME 940 52 [48 [1280  [1240 [23250 [3125° |3 125" (25 [2710 [1828
HET 1250 ASME 1189 59 |54 |1265 [1240 |25 |3m #FG (15 |3 4660 | 2083
HET 1500 ASME 1469 64 |600 [1265 [1240 |25 |3m #FG (15 |3 [6200 [2784
HET 1750 ASME 1763 64 |60r [1505 148 |31 |4r #FrG (15 |oF |cF  |3067
HET 2000 ASME 2056 64 |60 [1745 |[172 [317  |ar #FLG |15 |cF |[7400™ | 3749
HET 2500 ASME 2538 760|722 [1505 [148 |35 |45 #FG (15 [cF [9000™ | 3995
HET 3000 ASME 2961 76 |72 |17as 172 |35 |45 #FG (15 |coF |cF  |4s75

Note: Above sizes are standard. Custom sizes & linings are also available. Consult factory for details.
* Manway comes standard on 42” diameter and larger tanks, and is optional on 30” and 36”.

** Vertical square 1/J tank
Dimensions are approximate. Please consult factory before installation.
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CWIS™ STORAGE TANK COMPONENT DESCRIPTION

80-160 gallon 200-3000 gallon
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